SP00597  (2015 Specifications: 06-01-17)	(This Section requires
	SP00540 & SP02010.)

SECTION 00597 - SOUND WALLS

(Follow all instructions.  If there are no instructions above a subsection, paragraph, sentence, or bullet, then include them in the project.  The specifications may be modified to include project specific specifications, but all additions, deletions, or modifications must be sent to the ODOT Technical Resource and Senior Specifications Engineer for review and approval.)

(Use the following paragraph when subsection 00597.00 is NOT included in the project.)

Comply with Section 00597 of the Standard Specifications.

(Use the following lead-in paragraph when subsection 00597.00 is included in the project.)

Comply with Section 00597 of the Standard Specifications modified as follows:

(Use the following subsection .00 when only one type of sound wall is allowed.  Fill in the blank with one of the following: "Concrete Block Walls", "Precast Concrete Panel Walls", or "Concrete Panel Fence Walls."  Obtain information from the Bridge Designer.)

00597.00  Scope - Replace this subsection, except for the subsection number and title, with the following:

This work consists of furnishing and constructing _________________________ at the location shown or directed.

00597.80  Measurement - Replace this subsection, except for the subsection number and title, with the following:

The quantities of sound walls will be measured on the area basis.  Field measurement of each sound wall will not be made.  The quantity will be the quantity shown in the Schedule of Items for each sound wall unless changes are ordered in writing by the Engineer.  The area of sound wall in the Schedule of Items is based on the following:

Vertical limits between the top and bottom of the wall panel or masonry units, exclusive of pilasters but including cap blocks.
If the sound wall contains pilasters, the horizontal limits are between the centerline of pilasters shown in the Contract Plans wall elevation.
If the sound wall does not contain pilasters, the horizontal limits are between changes in wall height or the ends of the wall.

If changes are ordered, an adjustment will be made only for the quantity difference involved in the ordered plan changes and will be limited to the area of the change, determined using the vertical and horizontal area limits described in this subsection.
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