SP02490  (2015 Specifications: 08-06-15)

[bookmark: _GoBack]SECTION 02490 - POTABLE WATER SERVICE CONNECTION MATERIALS, 2 INCH AND SMALLER

(Follow all instructions.  If there are no instructions above a subsection, paragraph, sentence, or bullet, then include them in the project.  The specifications may be modified to include project specific specifications, but all additions, deletions, or modifications must be sent to the ODOT Technical Resource and Senior Specifications Engineer for review and approval.)

Comply with Section 02490 of the Standard Specifications modified as follows:

02490.10  General - Replace this subsection, except for the subsection number and title, with the following:

Service line materials shall conform to AWWA C800 and these specifications.  Provide service line materials that are designed for a working pressure of 100 psi.  Where high pressure service materials are specified or shown, provide materials that are designed for a working pressure of 150 psi.  Use high pressure service materials when service line is hydrostatically tested concurrent with the water main.  All materials in contact with potable water shall conform to ANSI/NSF Standard 61, Drinking Water System Components - Health Effects, or equivalent.

(Use the following subsection .30 when corporation service connection valves are required.)

02490.30  Corporation Stops - Replace this entire subsection with the following subsection:

02490.30  Service Connection Valves:

(a)  Corporation Stops - Corporation stops shall be constructed of bronze alloy.  Corporation stops for direct tapping shall have AWWA tapered thread inlet and outlet connections compatible with either copper or polyethylene tubing.

(1)  Less Than or Equal to 1 Inch - Corporation stops used with 3/4 inch and 1 inch outlet saddles shall have either AWWA tapered thread or male iron pipe thread inlets and outlet connections compatible with either copper or polyethylene tubing.  Thread patterns for the saddle outlet and corporation stop inlet shall be the same.

(2)  Greater Than 1 Inch - Corporation stops used with 1 1/2 inch and 2 inch outlet saddles shall have male iron pipe thread inlets and outlet connections compatible with connecting service pipes, or have male iron pipe thread outlets.

(b)  Angle Meter Valves - Angle meter valves shall meet the requirements of ASTM B 62.  All angle meter valves shall have a lock wing.

(c)  Customer Service Valves - Customer service valves shall be bronze straight gate valves or angled gate valves on all services smaller than 2 inch and shall be non‑rising stem, solid disc type with screwed or union bonnet, threaded ends, and a have brass handle.  Body, bonnet, operating handle, and disc shall be ASTM B 62 bronze.  Stems shall be copper silicon alloy, nickel plated steel, or other approved corrosion resistant materials with equal characteristics of strength and durability.  The disc shall clear the port area completely in the fully opened position.  Threaded ends shall meet the requirements of ANSI B2.1.
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