SP02510  (2015 Specifications: 04-01-17)

SECTION 02510 - REINFORCEMENT

(Follow all instructions.  If there are no instructions above a subsection, paragraph, sentence, or bullet, then include them in the project.  The specifications may be modified to include project specific specifications, but all additions, deletions, or modifications must be sent to the ODOT Technical Resource and Senior Specifications Engineer for review and approval.)

Comply with Section 02510 of the Standard Specifications modified as follows:

(Use the following subsection .10 when deformed bar reinforcement is required.)

02510.10  Deformed Bar Reinforcement - Replace this subsection, except for the subsection number and title, with the following:

Furnish deformed bar reinforcement from the QPL and conforming to the requirements of ASTM A706, AASHTO M 31 (ASTM A615), or AASHTO MP 18 (ASTM A1035).  Unless otherwise specified or shown, all reinforcing bars shall be Grade 60.
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(Use the following subsection .11 when epoxy coated reinforcement is required.)

02510.11  Epoxy Coated Reinforcement - Replace this entire subsection with the following subsection:

02510.11  Epoxy Coated Reinforcement:

(a)  Plant Certification - Epoxy coating shall be applied in a coating plant certified by the Concrete Reinforcing Steel Institute (CRSI).

(b)  Handling - All systems for handling coated bars shall have padded contact areas for the bars wherever feasible.  Pad all bundling bands.  Lift all bundles with strong‑backs, multiple supports, or platform bridges so as to prevent bar‑to‑bar abrasion from sags in the bar bundle.

(c)  Coated Reinforcement Ties and Supports - Ties for coated reinforcement, including ties for coated‑to‑uncoated reinforcement connections, shall be nonmetallic coated.

(d)  Epoxy Coating Repair - Repair damaged areas and visible voids according to 00530.45.

(Use the following subsection .40 when welded wire reinforcement or deformed welded wire reinforcement is required.)

02510.40  Welded Wire Reinforcement - Replace this subsection, except for the subsection number and title, with the following:

Welded wire reinforcement and deformed welded wire reinforcement shall conform to the requirements of ASTM A1064.

(Use the following subsection .60 when wire reinforcement or deformed wire reinforcement is required.)

02510.60  Wire Reinforcement - Replace this subsection, except for the subsection number and title, with the following:

Wire reinforcement and deformed wire reinforcement shall conform to the requirements of ASTM A1064.
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