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SP00556 (2015 Specifications: 11-13-1406-11-15) 
 

SECTION 00556 - MULTI-LAYER POLYMER CONCRETE OVERLAY 

 
(Follow all instructions.  If there are no instructions above a subsection, paragraph, 
sentence, or bullet, then include them in the project.  The specifications may be 
modified to include project specific specifications, but all additions, deletions, or 
modifications must be sent to the ODOT Technical Resource and Senior 
Specifications Engineer for review and approval.) 
 
Comply with Section 00556 of the Standard Specifications modified as follows: 
 
00556.10  GeneralMaterials - Replace this subsection, except for the subsection number 
and title, with the following: 
 
Furnish materials meeting the following requirements: 
 

(a)  Multi-Layer Polymer Concrete Overlay - Furnish an MPCO from the QPL. 
 
Sample and test the elongation of the mixed polymer resin according to ASTM D 638. 
 
(b)  Multi-Layer Polymer Concrete Overlay Aggregate - Furnish MPCO aggregate 
from the QPL. 
 
Sample the furnished aggregate and test according to the following: 
 

 Property Test Method Requirements 
 Moisture Content * AASHTO T 255 0.20% max. 

 
* At time of mixing the polymer resin. 
 
Package all aggregate material so that it arrives at the project site clean, dry, and at the 
specified moisture content. 
 
(c)  PCC Repair - Furnish PCC repair material according to Section 02015. 

 
 


