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SP00559  (2015 Specifications: 06-08-01-16) (This Section requires SP02001. 
 Requires SP00503 when bridge 
 deck AC removal is required. 
 Requires SP02030 when silica fume 
 or latex modifiers are required.) 
 

SECTION 00559 - SILICA FUME AND LATEX MODIFIED CONCRETE OVERLAYS 

 
(Follow all instructions.  If there are no instructions above a subsection, paragraph, 
sentence, or bullet, then include them in the project.  The specifications may be 
modified to include project specific specifications, but all additions, deletions, or 
modifications must be sent to the ODOT Technical Resource and Senior 
Specifications Engineer for review and approval.) 
 
Comply with Section 00559 of the Standard Specifications modified as follows: 
 
00559.10(a)  Concrete - Replace the bullet that begins "Coarse aggregates that consist…" 
with the following bullet: 
 

• Coarse aggregates that consists of clean aggregate having hard, strong, durable 
particles free from adherent coatings and meeting the following grading requirements: 
 
 Sieve Size Percent Passing (by Weight) 
 
 3/4" 100 
 3/8" 35 - 65 
 No. 4 0 - 15 
 No. 200 0 - 1.5 

 
(Use the following subsection .80 when removal of existing asphalt wearing 
surfaces is required.) 

 
00559.80  Measurement - Add the following paragraph to the end of this subsection: 
 
Removal of existing asphalt wearing surfaces will be measured according to 00503.80. 
 

(Use the following subsection .90 when removal of existing asphalt wearing 
surfaces is required.) 

 
00559.90  Payment - Add the following paragraph to the end of this subsection: 
 
Removal of existing asphalt wearing surfaces will be paid for according to 00503.90. 
 


