Unique 00225 - Mobile Barrier (10-15-13)

(Use the following subsections when a Mobile Barrier is used. The mobile barrier pay item requires a pay item for traffic control supervisor, and for Repair Temporary Impact Attenuator.  This specification requires a letter of public interest finding for the Mobile Barrier and the training vendor.)

Add the following subsections:

00225.12(h)  Mobile Barrier - Use Mobile Barrier (MBT-1), or approved equal.  The Mobile Barrier (MBT‑1) is manufactured by:

Mobile Barriers LLC
24918 Genesee Trail Road
Golden, Colorado 80401
Phone: (303) 526-5995

Obtain the MBT-1 Mobile Barrier from the following licensed vendor:

Barriers Northwest, LLC
16505 “A” SE 1st St. #333
Vancouver, WA 98684
Phone: (360) 232-4102

00225.26  Semi-Tractor Truck - Use a semi-tractor truck according to the mobile barrier manufacturer’s recommendations to haul and operate the mobile barrier and conforming to the following:

· Equipped to perform with all mobile barrier functions and operations.

· Equipped with two-way radio of suitable range.

00225.31  Qualifications - Replace the sentence that begins “Use flaggers, TCS, signal…” with the following sentence:

Use flaggers, TCS, signal operators, pilot car operators, and mobile barrier technicians that meet the following requirements:

00225.32  Traffic Control Supervisor - Add the following sentences to the end of the paragraph that begins “The TCS shall possess…”:

The TCS shall have completed at least four hours of training on use and operation of the mobile barrier within the past two years.  Obtain training from the mobile barrier manufacturer or mobile barrier vendor listed in 00225.12(h).
Add the following subsections:

00225.33  Mobile Barrier Technician Qualifications - Provide a mobile barrier technician who is qualified to set up and operate the features of the mobile barrier and who has completed at least four hours of training on use and operation of the mobile barrier within the past two years.  Obtain training from the mobile barrier manufacturer or mobile barrier vendor listed in 00225.12(h).  Provide the mobile barrier technician on‑site while the mobile barrier is in use.
00225.34  Semi-Tractor Truck Driver Qualifications - Provide a semi-tractor truck operator to haul and operate the mobile barrier who has completed at least four hours of training on hauling and operating the mobile barrier within the past two years.  Obtain training from the mobile barrier manufacturer or vendor listed in 00225.12(h).
00225.42(i)  Mobile Barrier - Configure, place, and move the mobile barrier according to the manufacturer’s recommendations, according to the TCP, or as directed.

(Use the following subsection .46(b) when a PCMS will be installed on the Mobile Barrier.)

00225.46(b)  Portable Changeable Message Signs (PCMS) - Add the following bullet to the end of the bullet list:

· Install a PCMS on the rear of the mobile barrier trailer according to the mobile barrier manufacturer’s recommendations.

Add the following subsections:

00225.62(c)  Mobile Barrier - Maintain the mobile barrier according to the manufacturer’s recommendations.  Perform routine maintenance of the mobile barrier at no additional cost to the Agency.  Be responsible for all necessary service and maintenance of the mobile barrier while in use.

00225.82(g)  Mobile Barrier - Mobile barrier will be measured on the time basis.  One Mobile Barrier will be allowed for a day unless otherwise approved.

Truck mounted temporary impact attenuators attached to the mobile barrier will be measured according to 00225.82(a).  Repairs to truck mounted temporary impact attenuators attached to the mobile barrier will be measured according to 00225.82(e).
(Use the following sentence when a PCMS will be installed on the Mobile Barrier.)

PCMS attached to the mobile barrier will be measured according to 00225.86(b).

00225.90(a-2)  Temporary Protection and Direction of Traffic - Add the following bullets to the end of the bullet list:

· Mobilization of the mobile barrier to and from the project.

· Moving the mobile barrier from one location of actual use to another or to and from the Contractor’s storage site.

00225.92  Temporary Barricades, Guardrail, Barrier, and Attenuators - Add the following pay items to the end of the pay item list:


(p)
Mobile Barrier
Day
Add the following to the end of this subsection:

Item (p) will be payment in full for all labor, training, equipment, and materials (not included in other bid items) required for mobile barrier, regardless of length and number of moves.  Item (p) will also be payment in full for operation of the semi-tractor truck in conjunction with the mobile barrier, training, service, maintenance, and all incidentals necessary to complete the work as specified.

Item (p) Mobile barrier, including the semi-tractor truck and the PCMS mounted on the mobile barrier, damaged by public traffic will be paid for in approved Contract change orders, unless otherwise specified.  Payment for repairing or replacing damaged mobile barrier will only be made when:

· The Engineer orders it.

· The replacement or repaired devices are used on the Project.

· The damaged devices that are replaced are disposed of to the Engineer's satisfaction.

No separate or additional payment will be made for mobile barrier, including the semi-tractor truck and the PCMS mounted on the mobile barrier, if damaged or destroyed by Contractor's equipment or operations.
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