Unique 00220/00225 - Chain Link Fence (11-17-11)
(This Unique requires SP270


and Bid Item for the fence)

(Use the following subsections to separate bicycles/pedestrians from live traffic or other hazards within the work zone.  If used adjacent to a live travel lane, do not use where the pre-construction posted speed exceeds 35mph.  Include Standard Drawing RD815 in the Plans.)

00220.02  Public Safety and Mobility - Add the following bullet to the end of the bullet list:

· When construction requires a closure of a sidewalk, during (Stage __, Phase __), place a Type "W1" "SIDEWALK CLOSED" (R9‑9) sign at each point of closure.  Use a Type "W1" directional arrow (M6-1-381) rider, as needed, to direct pedestrians and bicyclists to the temporary pathway.  Mount each sign above the striped panel of a Type II barricade placed across the sidewalk, facing pedestrians and bicyclists approaching the work area.  Close the sidewalk at a point where the pedestrians and bicyclists can proceed to the temporary pathway.  Provide a 5 feet minimum wide temporary pathway over a designated portion of the deck as shown on TCP sheet ___ with the surface meeting the requirements of the Americans with Disabilities Act (ADA).  Protect pedestrians and bicyclists by installing an approved minimum four-foot high chain link fence to separate the temporary pathway from the work area.  Keep fencing in place, except as needed for Contractor's access during nightly closures, until the new sidewalk is opened.  Provide and maintain safe passage for pedestrians and bicyclists using the temporary pathway.

00225.02  General Requirements - Add the following after the last paragraph of this subsection:

During Stage __, Phase __, when bicyclists are required to use the temporary pathway for safe passage, install a "BICYCLE symbol" (W11-1-30) sign with a Type "W1" "USE PATHWAY" 24 inch x 18 inch rider sign, fabricated using two lines of 4" C legend approximately 50 feet in advance of the restriction, as directed.

Add the following subsection:

00225.18(a)  Temporary Pathway - Separate the temporary pathway from the work area with chain link fencing as shown on the standard drawings, Section 00270, and as directed.
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