Unique 00225 - Bicycles On Roadway  (09-26-13)

00225.02  General Requirements - Add the following to the end of this subsection:

(Use the following paragraph on urban projects where there is an existing bike lane, designated "Bicycle Route", or when a significant volume of bicycle traffic can be expected and is required to use the travel lane.)

When construction requires bicycles to use the traffic lanes, install a "Bicycle ON ROADWAY" (CW11‑1‑48) symbol sign on 1/2 mile spacing through the affected area.  Keep the signs in place until completion of the shoulder or bikeway final surface.

(Use the following paragraph on bridge projects where there is an existing bike lane on the bridge, designated "Bicycle Route", or when a significant volume of bicycle traffic can be expected and is required to use the travel lane.)

When construction requires bicycles to use the traffic lanes on structures, install a "Bicycle ON ROADWAY" (CW11‑1‑48) symbol sign according to "Sign Spacing A", from the "TRAFFIC CONTROL DEVICES SPACING TABLE" shown on the standard drawings, in advance of the structure or the initial point where the bicycle facility is impacted by construction.  Keep the signs in place until completion of the shoulder or bikeway final surface.

(Use the following paragraph on rural preservation projects where there is a designated "Bicycle Route" or a significant volume of bicyclists can be expected.)

Install a "Bicycle ON ROADWAY” (CW11‑1‑48) symbol sign and a "NEXT XX MILES" (OW7‑3a‑30) rider according to "Sign Spacing A", from the "TRAFFIC CONTROL DEVICES SPACING TABLE" shown on the standard drawings, after the "ROAD WORK AHEAD" sign.  Install a “Bicycle ON ROADWAY” symbol sign on 1 mile spacings through the affected area.  Keep the signs in place until completion of the shoulder or bikeway final surface.
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