SP00710 (2018 Specifications: 0742-01-20%7)

SECTION 00710 - SINGLE APPLICATION EMULSIFIED ASPHALT SURFACE
TREATMENT

(Follow all instructions. If there are no instructions above a subsection, paragraph,
sentence, or bullet, then include it in the project. The specifications may be modified
to include project specific specifications, but all additions, deletions, or
modifications must be sent to the ODOT Technical Resource and State
Specifications Engineer for review and approval.)

Comply with Section 00710 of the Standard Specifications modified as follows:

(Use the following subsection .00 when surface treatment is NOT designated on
the plans. Delete the parentheses and types that do not apply.)

00710.00 Scope - Add the following paragraph to the end of this subsection:

Provide (Fine, Single Size Medium, Graded Medium, Coarse) chip seal design type(s) on
this Project.

00710.11 Emulsified Asphalt - Add the following paragraph to this subsection:
(Choose the correct Polymer-Modified or Non-Polymer-Modified emulsified
asphalt. It will be specified in the pavement design report. Delete the one that
does not apply. Remove the parentheses.)

Provide (Polymer-Modified)(Non-Polymer-Modified) Emulsified Asphalt for this Project.

00710.15(a)(3) Preproduced Agaregate - In the bullet that begins "Sampling accordin
to...", replace the words "AASHTO T 2" with the words "AASHTO R 90".

(Use the following subsection .40 to change hours. Check with the Project
Manager for the number of hours that emulsified asphalt and aggregate can be
placed before sunset. It may range form 2 - 4 hours, depending on elevation, work
in shaded areas, and other conditions.)

00710.40 Season and Weather Limitations - In the sentence that begins "Complete the
application of...", replace the words "3hours" with the words " hours".

(Use the following paragraph for Region 3 Projects. Use the previous subsection
number and title if above hours are not changed.)

In the sentence that begins "The placing of single...", replace "July 1" with "June 15",

(Use the following paragraph for Region 4 and 5 Projects. Use the previous
subsection number and title if above hours are not changed.)

In the sentence that begins "The placing of single...", replace "July 1" with "June 1".



(Use the following subsection .45 to change hours. Check with the Project
Manager for the number of hours that courses can be squared up before sunset.
It may range form 2 - 4 hours, depending on elevation, work in shaded areas, and
other conditions.)

00710.45 Applying Emulsified Asphalt - In the third bullet, replace the words "3 hours"
with the words " hours".

(Use the following subsection .60 if brooming hours are specified.)

00710.60 Power Brooming - In the paragraph that begins "Following the application of...",
replace the first sentence with the following sentence:

Between the hours of (p.m.)(a.m.) and a.m. of the day following the
application of the surface treatment, carefully broom the entire surface, unless brooming
damages the surface, to remove loose aggregate that could damage vehicles.
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