SP00810 (2018 Specifications: 076-01-20) (This Section requires SP02820 and
SP02190. This Section requires

SP00594 when weatherized guardrail

and painting of transitions and

terminals are required.)

SECTION 00810 - METAL GUARDRAIL

(Follow all instructions. If there are no instructions above a subsection, paragraph,
sentence, or bullet, then include it in the project. The specifications may be modified
to include project specific specifications, but all additions, deletions, or modifications
must be sent to the ODOT Technical Resource and State Specifications Engineer for
review and approval.)

[ NOTE: Except for extra length guardrail posts, do not separately pay for new
guardrail posts under this Section. New posts are included in the appropriate guardrail
pay item. Replacing existing guardrail posts is covered in Section 00812. ]

Comply with Section 00810 of the Standard Specifications modified as follows:

(Use the following subsection .00 when there is no earthwork on the project and
guardrail flares are required to be constructed.)

00810.00 Scope - Add the following paragraph to the end of this subsection:
This work includes constructing guardrail flares at locations shown.

00810.10 Materials - In the list of materials, replace the line that begins "Wood Guardrail
Blocks..." with the following line:

Guardrail BlOCKS.......cccoevviiiiiiiiieeee e 02110.20
(Use the following paragraph when weatherized guardrail is required or when only
recycled plastic guardrail blocks will be allowed. Delete "(s)" or parentheses as
applicable.)
Add the following paragraph(s) to the end of this subsection:
(Use the following paragraph when weatherized guardrail is required.)

Furnish "weatherized" Class IV metal rail meeting the requirements of AASHTO M 180.

(Use the following paragraph when only recycled plastic guardrail blocks may be
used.)

Furnish recycled plastic guardrail blocks. Wood guardrail blocks will not be allowed.

(Use the following subsection .11 when weatherized guardrail is required.)



00810.11 Posts - Replace this subsection with the following subsection:

00810.11 Wood Posts - Furnish wood guardrail posts meeting the requirements
of 00810.10.

00810.13 Guardrail Anchors - Add the following paragraph to the end of this subsection:

Furnish one guardrail anchor cable assembly per project for testing according to
AASHTO M 30.

(Use the following subsection .15 when it has been determined that wood posts
and blocks may be salvaged without meeting the preservative treatment
requirement. Obtain information from the Designer and concurrence from the
Technical Resource.)

00810.15 Salvaged Material - Replace the paragraph that begins "Material salvaged as
part..." with the following paragraph:

Materials salvaged as part of removal work on the Project may be reused in new construction
if the Engineer determines that the materials meet the requirements of 0810.10, except for
preservative treatment requirements, and conform to the following:

(Use the following subsection .15(a) when only a certain portion of the existing
guardrail posts can be salvaged and reused on the project. Check with the roadway
designer and fill in the blank with the estimated percentage of existing posts that
may be reused.)

00810.15(a) Wood Posts - Replace this subsection, except for the subsection number and
title, with the following:

Wood posts shall be structurally sound, treated and free from damage that would affect their
strength and durability. Do not incorporate into the work any post damaged to the extent that
untreated wood is exposed.

It is estimated that % of the existing wood guardrail posts may be reused and
incorporated into new guardrail work.

(Use the following lead-in and subsection .16 when there is no earthwork on the
project and guardrail flares are required to be constructed.)

Add the following subsection:
00810.16 Guardrail Flare Materials:

(@) Embankment - Furnish embankment materials meeting the applicable parts of
Section 00330.

(b) Aggregate - Furnish either 1" - 0 or 3/4" - 0 size crushed aggregate that is clean,
hard, durable, and reasonably well-graded from the maximum size to dust.



(c) Asphalt Concrete Mixture - Furnish asphalt concrete mixture meeting the
requirements of 00744.10 through 00744.14.

Acceptance of guardrail flare materials will be visual by the Engineer.
(Use the following lead-in and subsection .17 when weatherized guardrail and painting
of guardrail transitions and terminals are required. Include 00594.10 and 00594.90(a)
in SP00594.)

Add the following subsection:

00810.17 Painted Guardrail - Paint all galvanized metal guardrail transition and guardrail
terminal materials according to Section 00594.

(Use the following subsection .41 when guardrail posts are included in the
schedule of items and there is any possibility that hand dug guardrail posts are
required. Obtain information from the Utility Coordinator or the Designer. If in
doubt add this language and a quantity of 4 in the schedule of items.)

00810.41 Excavation and Backfill - Add the following paragraph to the end of this
subsection:

Hand dig guardrail post holes or use other non-invasive methods when posts are located
within 24 inches surrounding the outside dimension of all sides of underground utilities as
shown or directed.

(Use the following lead-in and subsection .44 when guardrail flares are required
and there is no earthwork on the project.)

Add the following subsection:

00810.44 Guardrail Flares:
(a) Earthwork - Perform earthwork according to the applicable parts of Section 00330.
(b) Aggregate - Place aggregate in two or more layers of nearly equal thickness. The
maximum compacted thickness of any one layer shall not exceed 6 inches. Compact each

layer of material by rollers conforming in general to 00641.24.

Shape and maintain the surface of each layer during the compaction operation to produce
a uniform texture and firmly keyed aggregates.

Continue the compactive effort until there is no reaction or yielding observed under the
compactor.

(c) Asphalt Concrete Mixture - Place asphalt concrete mixture according to 00744.40
through 00744.49.

(Use the following subsection .80 when guardrail flares are required and there is
no earthwork on the project.)



00810.80 Measurement - Add the following to the end of this subsection:
The following approximate quantities of materials for all the guardrail flares will be required:

(Provide estimated quantities. Delete what does not apply.)

Material.........ooooeriiiiii Amount
Embankment.................ccc ____cu.yd.
Excavation .........cccccoiiiii ____cu.yd.
Aggregate Base ........ccovveviiiiiii e ____cu.yd.
Asphalt Concrete Mixture...........cccoeeeeeeeeeeeeeeeeeeee. ____ton

(Use the following subsection .90 when any of the following apply:
e Guardrail flares are required and there is no earthwork on the project.
» Weatherized guardrail and painting of guardrail transitions and terminals are

required.
o Midwest Guardrail System, Type

[Note: the standard drawings effective 6/1/20 no longer references 31” guardrail,

this is now known as Midwest Guardrail Systems (MGS)])
00810.90 Payment -

(Use the following paragraph and pay item when a guardrail system is required)
Replace pay item (k) with the following pay item:
(k) Midwest Guardrail System, Type _ ...ccccciiiieeeeeeennne Foot

(Use the following paragraph and pay item when guardrail flares are required and
there is no earthwork on the project.)

Add the following pay item to the pay item list:
Pay Item Unit of Measurement
(m) Construct Guardrail Flares...........ccccccvvvviviiiiiiiiiiiiiinnne, Each

(Use the following two paragraphs when guardrail flares are required and there is
no earthwork on the project.)

Add the following paragraph after the paragraph that begins "In Item (1), the type...":
Item (m) includes excavation and embankment work, aggregate, and asphalt concrete mix.

(Use the following two paragraphs when weatherized guardrail and painting of
guardrail transitions and terminals are required.)

Add the following paragraph to the end of this subsection:



No separate or additional payment will be made for painting galvanized metal guardrail
material.
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