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SP00405  (2018 Specifications: 07-01-2018) (This Section requires SP02690.) 
 

SECTION 00405 - TRENCH EXCAVATION, BEDDING, AND BACKFILL 

 
(Follow all instructions. If there are no instructions above a subsection, paragraph, 
sentence, or bullet, then include it in the project. The specifications may be modified 
to include project specific specifications, but all additions, deletions, or 
modifications must be sent to the ODOT Technical Resource and State 
Specifications Engineer for review and approval.) 
 
Comply with Section 00405 of the Standard Specifications modified as follows: 
 
00405.12  Bedding - Replace the bullet that begins "3/8" - 0 PCC Fine Aggregate…" with 
the following bullet: 
 

• 3/8" - 0 PCC fine Aggregate conforming to 02690.30(g). 
 
Delete the bullet that begins “A continuous cradle…” 
 
Add the following bullet to the end of the bullet list: 

• CLSM conforming to Section 00442. 
 

(Use the following subsection .41(a) when the open excavation method for 
installing pipes transversely is not permitted.) 

 
00405.41(a)  Within Paved Areas to be Preserved - Add the following to the end of this 
subsection: 
 
Do not use the open excavation method for installing pipes transversely. 
 
00405.46(a)  General - Replace the paragraph that begins “Thoroughly tamp and compact 
all …” with the following paragraph: 
 
Thoroughly tamp and compact all trench backfill with machine or pneumatic operated 
tampers of a size and type that will obtain the required density. When fill is to the top of the 
pipe, compact the trench backfill in a manner to avoid damage to the installed pipe. 
 
00405.46(b)  Pipe Zone - Replace the paragraph that begins “As required under the 
haunches…” with the following paragraph: 
 
As required under the haunches of pipe and in areas not accessible to mechanical tampers 
or to testing, compact with hand methods to ensure intimate contact between the backfill 
material and the pipe or Structure. Place backfill material between corrugations when the 
pipe product is manufactured with external corrugations. Provide thorough compaction. 
 
00405.46(c)(2)  Class A, B, C, or D Backfill - Replace the paragraph that begins 
“Compact the top 3 feet…” with the following paragraph: 
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Compact each layer of trench backfill material within the Roadway and Shoulders, and 
within a 2V:1H Slope line projected from each Subgrade Shoulder, to not less than 95 
percent of maximum density. Compact all other trench backfill material to not less than 90 
percent of maximum density. 
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