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SECTION 02910 - SIGN MATERIALS

(Follow all instructions. If there are no instructions above a subsection, paragraph, sentence, or bullet, then include it in the project. The specifications may be modified to include project specific specifications, but all additions, deletions, or modifications must be sent to the ODOT Technical Resource and State Specifications Engineer for review and approval.)

Comply with Section 02910 of the Standard Specifications modified as follows:

(Use the following subsection .00 when anti-graffiti coating is required.)

02910.00  Scope - Add the following paragraph to the end of this subsection:

This Section also includes the requirements for anti‑graffiti coating.

02910.20  Reflective and Retroreflective Sheeting - Replace the title of this subsection with “Retroreflective Sheeting”

02910.20(a)  General - Replace the paragraph that begins “Use retroreflective sheeting Type…” with the following paragraph:

Use retroreflective sheeting from the QPL and the following:

02910.32(b)  Retroreflective Sheeting Legend – Replace the paragraph that begins “The Silver-white or white letters…” with the following paragraph:

Removable legend shall be fabricated with sheeting conforming to 02910.20 that is permanently adhered to a flat aluminum frame.

02910.40  Hardware - Replace the paragraph that begins "The bolts, nuts, and washers…" with the following paragraph:

The bolts, nuts, and washers used to fabricate and erect signs shall be aluminum alloy, stainless steel, or hot-dip galvanized steel. Aluminum for bolts and nuts shall conform to ASTM B211, alloys 2024-T4 or 6061-T6 as the Contractor elects. Aluminum washers shall conform to ASTM B209, alloy Alclad 2024-T4. Stainless steel for bolts, nuts, and washers shall be Type 304 or Type 316. Galvanized steel bolts, nuts and washers shall be medium carbon steel. Galvanize steel hardware according to AASHTO M 232 (ASTM A153).

(Use the following subsection .70 when anti-graffiti coating is required.)

Add the following subsection:

02910.70  Anti-Graffiti Coating for Signs:

(a)  General - Use Anti-graffiti coating from the QPL. Apply anti-graffiti coating over both the background and legend sheeting, per the manufacturer’s recommendation.

(b)  Acceptance - Furnish a quality compliance certificate according to 00165.35, certifying that the anti‑graffiti coating used is an acceptable product on the QPL.

02910.75(a)  Warranty Period – Replace the bullet that begins “For retroreflective Type III and Type IV …” with the following paragraph:

For retroreflective ASTM Type III and Type IV sheeting used for permanent signs, the warranty period shall be for 10 years.

Replace the bullet that begins “For retroreflective Type IX sheeting used …” with the following paragraph:

For retroreflective ASTM Type IX and Type XI sheeting used for permanent signs, the warranty period shall be for 12 years.

02910.75(b)  Failure – Replace the bullet that begins “70 percent of minimum coefficient…” with the following paragraph:

70 percent of minimum coefficient of retroreflection for designated sheeting or cuttable film according to ASTM D4956 for the remaining 3 years of the warranty period for Type III and Type IV sheeting and remaining 5 years of the warranty period for Type IX and Type XI sheeting.

02910.75(c)  Remedy – Replace the bullet that begins “For the remaining 3 years …” with the following paragraph:

For the remaining 3 years (5 years for ASTM Type IX and Type XI sheeting), furnish replacement sheeting required to restore the sign panel to a condition that meets the Specifications.
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