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SECTION 00411 - PIPE BURSTING AND SLIP LINING

(Follow all instructions. If there are no instructions above a subsection, paragraph, sentence, or bullet, then include it in the project. The specifications may be modified to include project specific specifications, but all additions, deletions, or modifications must be sent to the ODOT Technical Resource and State Specifications Engineer for review and approval.)

Comply with Section 00411 of the Standard Specifications modified as follows:

00411.01  Submittals - Replace this subsection, except for the subsection number and title, with the following:

Submit the following at least 10 Calendar Days before the preconstruction conference.

Method of pipe bursting, including listed Equipment by size, make, model and manufacturer.
Method of slip lining, including listed Equipment by size, make, model and manufacturer.
Certification that the HDPE pipe meets requirements in ASTM F714.
Contingency repair plan including methods and Equipment to be used to repair or replace unacceptable defects.
Stamped Working Drawings according to 00150.35 and include the structural design, final design and associated calculations.
Installation plan that includes the method of installation, sequencing, host pipe preparation, lubricant, and temporary modification of existing Structures, 
Property notification fliers.
Host pipe point repair plan, including methods and Equipment.
Sewer bypass and flow diversion plan according to 00490.40.
Complete Video Pipe Inspection per Section 00415.

00411.11  Service Connections - Replace this subsection, except for the subsection number and title, with the following:

Furnish lateral service connections to the sewer main with manufactured gasket tees, electrofusion saddle tees, or approved equal that provide water-tight connections between the rehabilitated sewer main and the service line connection.

Add the following subsection:

00411.71  Testing -  Conduct pipe testing according to 00445.72.
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