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SECTION 00440 - COMMERCIAL GRADE CONCRETE

(Follow all instructions. If there are no instructions above a subsection, paragraph, sentence, or bullet, then include it in the project. The specifications may be modified to include project specific specifications, but all additions, deletions, or modifications must be sent to the ODOT Technical Resource and State Specifications Engineer for review and approval.)

Comply with Section 00440 of the Standard Specifications modified as follows:

(Use the following lead-in paragraph and subsection .01 when curb ramp work is required.)

Add the following subsection:

00440.01  Terminology - According to 00110.05(a), for the purposes of this Contract, the terms "sidewalk ramp" and "sidewalk ramps" shall respectively refer to and shall be read to mean "curb ramp" and "curb ramps".

Add the following subsection:

00440.02  Abbreviations and Definitions:

ASTV – Actual Strength Test Value – See 02001.02 for definition.

00440.12  Properties of Commercial Grade Concrete - Replace the bullet that begins "Compressive strength…" with the following bullet:

•	Compressive Strength - ASTV minimum of 3,000 psi at 28 days

00440.14(d)  Hardened CGC - Add the following to the end of this subsection:

The ASTV at 28 Days is the average compressive strength of the three cylinders tested. Discard all specimens that show definite evidence, other than low strength, of improper sampling, molding, handling, curing, or testing. The average strength of the remaining cylinders shall then be considered the test result.
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