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SECTION 00812 - ADJUSTING AND REPAIRING GUARDRAIL

(Follow all instructions. If there are no instructions above a subsection, paragraph, sentence, or bullet, then include it in the project. The specifications may be modified to include project specific specifications, but all additions, deletions, or modifications must be sent to the ODOT Technical Resource and State Specifications Engineer for review and approval.)

Comply with Section 00812 of the Standard Specifications modified as follows:

00812.41  Adjusting Guardrail ‑ Replace this subsection with the following subsection:

00812.41  Adjusting Guardrail ‑ Adjust existing guardrail by one of the following methods:

(a)  Posts Remain in Place:

Remove the existing metal beam rails and blocks in a manner that will not damage galvanizing.
If required, drill new bolt holes in posts.
Treat all existing and all new holes with a preservative from the QPL.
Reinstall the metal beam rails and blocks.
Perform all other required Work as shown.

(b)  Replace Posts:

Do not raise existing posts. Replace posts as necessary according to 00812.43 to achieve required guardrail height.
Backfill and compact any voids caused by removal of the post before installation of the new post.

(c)  Replace blocks ‑ Replace blocks according to 00812.43.

(d)  Terminal Ends ‑ Adjust existing terminal ends by raising the Soil tubes and ground struts to the required height and placing and compacting matching material under the ground struts.


	1
