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SECTION 00205 - FIELD LABORATORY, WEIGHHOUSE, ETC.

(Follow all instructions. If there are no instructions above a subsection, paragraph, sentence, or bullet, then include it in the project. The specifications may be modified to include project specific specifications, but all additions, deletions, or modifications must be sent to the ODOT Technical Resource and State Specifications Engineer for review and approval.)

(Use the following paragraph when subsections .13, .83, and .93 are NOT included in the project.)

Comply with Section 00205 of the Standard Specifications.

(Use the following paragraph when the Contractor is required to provide a job inspector trailer or job office trailer for Agency use.)

Comply with Section 00205 of the Standard Specifications modified as follows:

(Use one of the following options as instructed below. Delete the option that does not apply.)

[ Option 1 - Use the following lead-in paragraph and subsection .13 when the contractor is required to provide a job inspector trailer for Agency use. ]

Add the following subsection:

00205.13  Contractor-Furnished Job Inspector Trailer - At least 15 Calendar Days before beginning On-Site Work, or as otherwise agreed to by the Engineer, provide a leveled office trailer for sole use by the Agency in close proximity to the Project and the Contractor’s trailer, if one is present. Obtain approval of the trailer and the proposed trailer location from the Engineer before delivery and installation. Provide an inspector trailer that meets the safety and health requirements of the Oregon Department of Consumer and Business Services, the Oregon Health Division, the State Fire Marshall, and the following requirements:

Be at least 20 feet in length.
Be at least 8 feet in width.
Have a minimum ceiling height of 7 feet.
At a minimum, be insulated in the walls, ceiling, and floor.
Have at least one exterior door with locks. Provide the Engineer with two sets of keys to the exterior door locks.
Have at least two windows that:
Provide adequate lighting to the interior of the trailer.
Can be opened for ventilation.
Have a light colored ceiling and light colored interior walls.
Have a counter across one end that is a minimum of 30 inches wide and 30 to 42 inches high with a durable smooth surface on top. Alternately, provide a similarly sized table or desk.
Be wired according to the National Electrical Code with 120/240 volt, single phase, 60 amp minimum service.
Have electrical service 24 hours per day for the duration of the Project. The Engineer may waive the continuous requirement if it is unavailable.
Have high-speed internet service 24 hours per day for the duration of the Project, at no additional cost to the Agency. The Engineer may waive the high speed requirements if it is unavailable
Have at least four, evenly spaced, 120 volt duplex electrical outlets.
Have adequate electrical light fixtures to provide good overall interior lighting.
Have an adequate heater and air conditioning unit to maintain a temperature of 68 to 72 °F.
Have adequate parking for two Agency vehicles, near the trailer, on an aggregate pad or other surface free of mud and standing water.
Have a walkway between the Agency vehicle parking area and the trailer, free of mud and standing water.
Have steps with a handrail at each exterior door.

Provide and maintain a portable toilet for use by Agency employees.

Similar facilities, such as Agency space in a shared trailer or space in a building close to the Project, may be allowed if approved by the Engineer.

Remove the job inspector trailer when the Project is complete.

[ End Option 1 ]

[ Option 2 - Use the following lead-in paragraph and subsection .13 when the contractor is required to provide a job office trailer for Agency use. ]

Add the following subsection:

00205.13  Contractor-Furnished Job Office Trailer - At least 15 calendar days before beginning On-Site Work, or as otherwise agreed to by the Engineer, provide a leveled office trailer for sole use by the Agency in close proximity to the Project and the Contractor’s trailer, if one is present. Obtain approval of the trailer and the proposed trailer location from the Engineer before delivery and installation  Provide an office trailer that meets the safety and health requirements of the Oregon Department of Consumer and Business Services, the Oregon Health Division, the State Fire Marshall, and the following requirements:

Be at least 28 feet in length.
Be at least 8 feet in width.
Have a minimum ceiling height of 7 feet.
At a minimum, be insulated in the walls, ceiling, and floor with R 11 insulation.
Have at least one 3 foot wide exterior door with locks. Provide the Engineer with two sets of keys to the exterior door locks.
Have at least two windows, each with an approximate minimum size of 46 by 30 inches, that:
Provide adequate lighting to the interior of the trailer.
Are equipped with blinds or other window coverings, as approved.
Can be opened for ventilation.
Have a light colored ceiling and light colored interior walls.
Have a counter across one end that is an approximate minimum of 30 inches wide and 30 to 42 inches high with a durable smooth surface on top.
Be wired according to the National Electrical Code with 120/240 volt, single phase, 60 amp minimum service.
Have electrical service 24 hours per day for the duration of the Project. The Engineer may waive the continuous requirement if it is unavailable.
Have at least four, evenly spaced, 120 volt duplex electrical outlets.
Have adequate electrical light fixtures to provide good overall interior lighting.
Have an adequate heater and air conditioning unit to maintain a temperature of 68 to 72 °F.
Have adequate parking for two Agency vehicles, near the trailer, on an aggregate pad or other surface free of mud and standing water.
Have a walkway between the Agency vehicle parking area and the trailer, free of mud and standing water.
Have a minimum of two telephone services, each with local and long distance service at no additional cost to the Agency, a phone number specific to the service, and continuous service at all times during the project. The Engineer may waive some telephone requirements if they are unavailable.
Have high -speed internet service 24 hours per day for the duration of the Project, at no additional cost to the Agency. The Engineer may waive the high speed requirements if it is unavailable.
Have steps with a handrail at each exterior door.

Provide and maintain a portable toilet for use by the Agency employees.

Similar facilities, such as Agency space in a shared trailer or space in a building close to the Project, may be allowed if approved by the Engineer.

Remove the job office trailer when the Project is complete.

[ End Option 2 ]

(Use one of the following options as instructed below. Delete the option that does not apply.)

[ Option 1 - Use the following lead-in paragraph and subsection .83 when the contractor is required to provide a job inspector trailer for Agency use. ]

Add the following subsection:

00205.83  Contractor-Furnished Job Inspector Trailer – Contractor-furnished job inspector trailers will be measured on the unit basis.

[ End Option 1 ]

[ Option 2 - Use the following lead-in paragraph and subsection .83 when the contractor is required to provide a job office trailer for Agency use. ]

Add the following subsection:

00205.83  Contractor-Furnished Job Office Trailer - Contractor-furnished job office trailers will be measured on the unit basis.

[ End Option 2 ]

(Use one of the following options as instructed below. Delete the option that does not apply.)

[ Option 1 - Use the following lead-in paragraph and subsection .93 when the contractor is required to provide a job inspector trailer for Agency use. ]

Add the following subsection:

00205.93  Contractor-Furnished Job Inspector Trailer - The accepted quantities of Contractor-furnished job inspector trailers will be paid for at the Contract unit price, per each, for the item “Furnishing Job inspector Trailer”.

Payment will be payment in full for furnishing the specified inspector trailer and for furnishing all Equipment, labor, and Incidentals necessary to complete the Work as specified.

[ End Option 1 ]

[ Option 2 - Use the following lead-in paragraph and subsection .93 when the contractor is required to provide a job office trailer for Agency use. ]

Add the following subsection:

00205.93  Contractor-Furnished Job Office Trailer - The accepted quantities of Contractor-furnished job office trailers will be paid for at the Contract unit price, per each, for the item “Furnishing Job Office Trailer”.

Payment will be payment in full for furnishing the specified office trailer and for furnishing all Equipment, labor, and Incidentals necessary to complete the Work as specified.

[ End Option 2 ]
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