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SECTION 02415 - PLASTIC PIPE

(Follow all instructions. If there are no instructions above a subsection, paragraph, sentence, or bullet, then include them in the project. The specifications may be modified to include project specific specifications, but all additions, deletions, or modifications must be sent to the ODOT Technical Resource and State Specifications Engineer for review and approval.)

Comply with Section 02415 of the Standard Specifications modified as follows:

02415.10  Corrugated Polyethylene Pipe - Replace this subsection, except for the subsection number and title, with the following:

02415.10  Corrugated Polyethylene Pipe - Furnish corrugated polyethylene pipe from the QPL and meeting the following requirements:

	Corrugated polyethylene drain pipe	AASHTO M 252
	Corrugated polyethylene culvert pipe	AASHTO M 294, Type S or D
	Corrugated polyethylene storm sewer pipe	AASHTO M 294, Type S or D

The allowable nominal inside diameter of corrugated polyethylene pipe is as follows:

	Corrugated polyethylene drain pipe	Up to 24”
	Corrugated polyethylene culvert pipe	12" - 60"
	Corrugated polyethylene storm sewer pipe	12" - 60"

Furnish watertight joints for corrugated polyethylene pipe from the QPL and meeting the requirements of ASTM D3212 when used for culvert or storm sewer. Furnish soil tight joints for corrugated polyethylene drain pipe.

002415.30  Steel Reinforced Polyethylene Pipe - Replace the sentence that begins “Furnish steel reinforced polyethylene pipe meeting the following…” with the following sentence:

Furnish steel reinforced polyethylene pipe from the QPL and meeting the following requirements:

In the paragraph that begins “For Steel reinforced polyethylene pipe…”, replace the sentence that begins “Provide watertight joint…” with the following sentence:

Provide watertight joints from the QPL and meeting the requirements of ASTM D3212.

02415.40  Polypropylene Pipe - Replace the sentence that begins “Furnish polypropylene pipe…” with the following sentence:

Furnish polypropylene pipe and fittings from the QPL and meeting the following requirements
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