SP00735  (2018 Specifications: 07-01-20)	(This Section require SP00705 when
	emulsified asphalt fog coat is required.
	Requires SP00710 or SP00715 when
	emulsified asphalt surface treatment
	is required.)

SECTION 00735 - EMULSIFIED ASPHALT CONCRETE PAVEMENT

(Follow all instructions. If there are no instructions above a subsection, paragraph, sentence, or bullet, then include it in the project. The specifications may be modified to include project specific specifications, but all additions, deletions, or modifications must be sent to the ODOT Technical Resource and State Specifications Engineer for review and approval.)

[bookmark: _GoBack]Comply with Section 00735 of the Standard Specifications modified as follows:

00735.15(c)  Preproduced Aggregate ‑ In the bullet that begins "Sampling according to…", replace the words "AASHTO T 2" with the words "AASHTO R 90".

(Use the following subsection .45(b) on projects that allow alternate methods of depositing EAC on the road. Obtain the methods from the Designer.)

00735.45(b)  Depositing - Add the following to the end of this subsection:

The following alternate methods of depositing EAC may be used:



00735.48(b)  Drop-Offs: Replace the sentence that begins “Construct, maintain, remove, and dispose …” with the following sentence:

Construct, maintain, remove, and dispose of the temporary wedge at no additional cost to the Agency. EAC for the temporary wedge will be paid for at the Contract unit price.
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