SP00299A  (2018 Specifications: 12-01-17)

(Use this Section 0A299 when septic systems do not contain hazardous materials.  Use Section 00299 when septic systems contain hazardous materials.)

SECTION 0A299 - DECOMMISSION SEPTIC SYSTEMS

(Follow all instructions. If there are no instructions above a subsection, paragraph, sentence, or bullet, then include it in the project. The specifications may be modified to include project specific specifications, but all additions, deletions, or modifications must be sent to the ODOT Technical Resource and State Specifications Engineer for review and approval.)

Section 0A299, which is not a Standard Specification, is included in this Project by Special Provision.

Description

0A299.00  Scope - In addition to the requirements of Section 00290, decommission septic systems according to these specifications.

Decommission the following septic systems:

(Fill in the table blanks with the location, description, and decommissioning information. For the System description, describe all elements to be removed (for example: 200 gallon concrete tank and 100 by 200 sq. ft. absorption area). For decommissioning method specify "remove", "fill" or "remove or fill".)

	Location/Station
	System Description
	Decommissioning Method

	
	
	

	
	
	

	
	
	



0A299.03  Submittals - Provide the Engineer with all septage and absorption area material disposal receipts within 48 hours of completing or receiving them.

Labor

0A299.30  Personnel Qualifications - Provide an Oregon licensed sewage disposal service with a pumper license, or a combined installer/pumper license, to pump all septage.

Construction

0A299.40  Septic System Decommissioning - Decommission septic systems according to OAR 340‑071‑0185 and the following:

Pump all septage from tanks, cesspools, and seepage pits and transport and dispose the septage at a DEQ approved disposal facility or treatment site.

(Use the following bullet when filling septic systems.)

Fill the tanks, cesspools, and seepage pits with sand, bar run gravel, or other material approved by both DEQ and the Engineer, in writing.

(Use the following two bullets when removing septic systems.)

Excavate and remove the tanks, cesspools and seepage pits and backfill the excavation according to 00330.42.
Dispose tanks and associated pipes and hardware at a DEQ permitted solid waste landfill.

(Use the following two bullets when excavation of the absorption area (leach field) is required.)

Excavate all pipes, structures, filtration material, and fill within the absorption area.
Dispose all pipes, structures, filtration material, and fill material at a DEQ permitted solid waste landfill.

Measurement

0A299.80  Measurement - The quantities of decommissioned septic systems will be measured on a unit basis.

Payment
[bookmark: _GoBack]
0A299.90  Payment - The accepted quantities of decommissioned septic systems will be paid for at the Contract unit price, per each, for the item "Decommission Septic Systems".

Payment will be payment in full for furnishing and placing all materials, and for furnishing all equipment, labor, and incidentals necessary to complete the work as specified.
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