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SECTION 00593 - POWDER COATING METAL STRUCTURES

(Follow all instructions. If there are no instructions above a subsection, paragraph, sentence, or bullet, then include it in the project. The specifications may be modified to include project specific specifications, but all additions, deletions, or modifications must be sent to the ODOT Technical Resource and State Specifications Engineer for review and approval.)

Comply with Section 00593 of the Standard Specifications modified as follows:

(Use the following subsection .10(b) to list topcoat colors that aren't identified in the Standard Specifications. Fill in the blanks as instructed and obtain information from the Designer. Copy and repeat the paragraph as needed. For color number, only use numbers 14159 to 28915 from the SAE AMS-STD-595 color index.

Example:

For the combination rail on Bridge No. 12345A, provide a topcoat color of High Gloss Black that conforms to SAE AMS-STD-595 color # 17038.)

00593.10(b)  Color - Replace this subsection, except for the subsection number and title, with the following:

Unless otherwise specified, furnish top-coat color that conforms to the following:

SAE AMS-STD-595 color #20059 for weathering steel
SAE AMS-STD-595 color #24272 for ODOT Green
SAE AMS-STD-595 color #26357 for miscellaneous metal on concrete Bridges concrete gray
SAE AMS-STD-595 color #27038 for black

For __(Structure number or item description)__, provide a topcoat color of __(Color Name)__ that matches SAE AMS-STD-595 color # __(Color Number)__.
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