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SECTION 00560 - STRUCTURAL STEEL BRIDGES

(Follow all instructions. If there are no instructions above a subsection, paragraph, sentence, or bullet, then include it in the project. The specifications may be modified to include project specific specifications, but all additions, deletions, or modifications must be sent to the ODOT Technical Resource and State Specifications Engineer for review and approval.)

Comply with Section 00560 of the Standard Specifications modified as follows:

00560.21  Fabrication Inspection Expense – Delete this subsection.

00560.29(a)  General - In the paragraph that begins "When shown or specified, assemble…", replace the words "AASHTO M 164 (ASTM A325)" with the words "ASTM F3125, Grade A325 or Grade F1852".

00560.29(b)  Washer Requirements - In the second and third bullets in the bullet list, replace the words "AASHTO M 164 (ASTM A325)" with the words "ASTM F3125, Grade A325 or Grade F1852".

00560.29(c)(1)  Coated Members – In the paragraph that begins "Coat fasteners visible to the public as determined by…", replace the words "02560.40(b)" with the words "02560.40”.

00560.29(c)(2)  Non-Coated Weathering Steel Members – Add the following paragraph to the end of this subsection:

Prior to final bolting, ensure all steel-to-steel contact surfaces have maintained the minimum requirements of SSPC-SP 6 “Commercial Blast Cleaning”. The minimum appearance of the surface shall approximate Pictorial Standard Sa 2 of SSPC-VIS 1, Pictorial Surface Preparation Standards for Painting Steel Surfaces. Surfaces that do not meet the requirements of SSPC-SP 6 shall be hand tooled or re-blasted until the appearance of the blast-cleaned surface closely resembles Pictorial Standard Sa 2-1/2 of SSPC-VIS 1 as determined by the Engineer.

00560.29(d)  Verification Testing, Installation, and Inspection - In the paragraph that begins "Verify correct lengths of all AASHTO…", replace the words "AASHTO M 164 (ASTM A325)" with the words "ASTM F3125, Grade A325 or Grade F1852".

00560.29(d)(1)  Direct Tension Indicator Tightening – In the paragraph that begins "Test, install, and inspect direct tension indicators…", replace the words "02560.40(b)" with the words "02560.40”.

00560.29(d)(3)(c)  Inspection - In footnote 3 of Table 00560-3, replace the words " ASTM A325" with the words "ASTM F3125, Grade A325 or Grade F1852".

00560.40(f)  Facing of Bearing Surfaces ‑ Replace the paragraph that begins " The surface finish of bearing and base …" with the following paragraph:

The surface finish of bearing and base plates and other bearing surfaces that are to come in contact with each other or with concrete shall conform to ANSI surface roughness requirements of ANSI B46.1, Surface Roughness, Waviness and Lay, Part I, and the following table:

(Use the following subsection .80 to list the estimated quantities of structural steel. Obtain information from the Bridge Designer.)

00560.80  Measurement - Add the following to the end of this subsection:

The estimated quantity of structural steel is:

(Use the appropriate bid item name as the "Steel Type". List each bridge separately.)

	Structure	Steel Type	Quantity (Pound)

Bridge No. ______		

00560.90  Payment - In the paragraph that begins "No separate or additional payment will be…", add the following bullet to the bullet list:

furnishing and installing plain elastomeric bearing pads
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