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SP00280  (Special Provisions for the 2021 Book)  (Bidding on or after: 0111-01-232 
 Last updated: 098-2202-22 
 This Section rRequires SP02415 
 when 00280.15(d) is required) 
 
(This Section is not required for projects classed as “No Risk” per Advisory 
GE12-01(A), i.e., projects with no ground disturbance. It is required for projects 
classed as “Low Risk” and “High Risk” per Advisory GE12-01(A)). 
 

SECTION 00280 - EROSION AND SEDIMENT CONTROL 

 
(Follow all instructions and make all edits with “Track Changes” turned on. If there are 
no instructions [orange text] above a subsection, paragraph, sentence, or bullet, then 
include it in the project. Delete all orange text before preparing the final document. All 
other modifications to this Section will require ODOT Technical Resource and State 
Specifications Engineer approval.) 
 
Comply with Section 00280 of the Standard Specifications modified as follows: 
 

(Use the following subsection .00 on ODOT projects that involve one acre of ground 
disturbance or more.) 

 
00280.00  Scope - Add the following paragraph to the end of this subsection: 
 

(Use one of the following two options as instructed. Delete the option that does not 
apply. Check with the Local Agency Liaison, the Erosion Control Program Leader, 
or the Region Environmental Coordinator.) 

 
[ Option 1 - Use the following paragraph when ODOT's NPDES 1200-CA Permit is 
applicable to the project. ] 

 
The Agency's NPDES 1200-CA Permit is applicable to the Project. 
 

[ Option 2 - Use the following paragraph when ODOT's NPDES 1200-CA Permit is 
NOT applicable to the project and the Contractor is required to use the Local 
Agency's NPDES 1200 CA Permit or obtain an NPDES 1200-C Permit. ] 

 
The Agency's NPDES 1200-CA Permit is not applicable to the Project. Before beginning 
Work on the Project, obtain an NPDES 1200-CA Permit from the applicable local jurisdiction 
or an NPDES 1200-C Permit that is applicable to the Project. 
 

(Use the following subsection .06 for “Low Risk” projects.) 
 
00280.06  Erosion and Sediment Control Manager - Delete this subsection. 
 
00280.15(d)  Temporary Slope Drains – Replace this subsection, except subsection 
number and title, with the following: 
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Furnish either plastic pipe and flared end sections meeting the requirements of Section 02415 
or metal pipe and flared end sections meeting the requirements of Section 02420. 
 

(Use the following subsection .15(f)(1) when compost filter socks are required. Fill 
in the blank with the diameter of the filter sock. Obtain information form the Erosion 
Control Designer.) 

 
00280.15(f)(1)  Filter Sock Material - Add the following sentence to the end of this 
subsection: 
 
Furnish filter sock material with a diameter of ____ inches. 
 

(Use the following subsection .16(a) when reusable prefabricated construction 
entrance mats are included on the Project.) 

 
00280.16(a)  Construction Entrances - Add the following bullets to the end of the bullet list: 
 

• Prefabricated Construction Entrance: Furnish reusable prefabricated construction 
entrance mats (track out mats) with the following characteristics: 
• Track out mats consisting of irregular driving surface provided by ridges, knobs or 

pyramidal extensions (protrusions) not less than 2 1/2 inches height that collects 
dislodged material off Equipment tires and surface below protrusions. 

• Modular and designed to be fixed together into widths and lengths as needed and 
anchored in place. 

• High visibility coloration 
• Chemical and UV resistant 
• Crush strength not less than 20,000 pounds 

 
(Use the following subsection .16(i) when concrete washouts are included on the 
Project.) 

 
00280.16(i)  Concrete Washout – Replace this subsection, except subsection number and 
title, with the following: 
 
Furnish concrete washout materials meeting the following requirements: 

 
• Field fabricated concrete washout basins: 

 
• Straw Bales - Standard rectangular straw bales, with straw material meeting the 

requirements of 01030.15, except no certification is required. 
• Plastic Sheeting - Minimum 10-mil thick polyethylene plastic sheeting. 
• Staples - 1/8-inch diameter steel wire staples. 2-inch "U" width with a length 

of 6 inches minimum  
 

• Prefabricated Concrete Washout – Waterproof and leak proof prefabricated concrete 
washout basins sized to accommodate concrete washout functions with no overtopping 
or spillage. 
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(Use the following subsection .46(a) when construction entrances are included on 
the Project.) 

 
00280.46(a)  Construction Entrances - Add the following to the end of this subsection: 
 
Construct the construction entrances as shown or directed. 
 

(Use the following subsection .48 on projects that require emergency materials. 
Obtain information from the Erosion Control Designer. Include in the Schedule of 
Items all emergency items listed in this subsection. The listed items do not need 
to be shown on the plans if they are for emergency use only and are not otherwise 
part of the Agency’s ESCP.) 

 
00280.48  Emergency Materials - Add the following paragraphs after the paragraph that 
begins "Provide, stockpile, and protect...": 
 
Provide and stockpile the following emergency materials on the Project site: 
 
 Item Quantity 
 
   ..........................................................................................   
   ..........................................................................................   
   ..........................................................................................   
 

(Use the following subsection .62 for “Low Risk” projects.) 
 
00280.62  Inspection and Monitoring - Replace this subsection, except for the subsection 
number and title, with the following: 
 
Inspect the Project Site and all ESC devices for potential erosion or sediment movement on 
a weekly basis and when 1/2 inch or more of rainfall occurs within a 24-hour period, including 
weekends and holidays. 
 
If a significant noncompliance or serious water quality issue occurs that could endanger 
health or the environment, verbally report it to the Engineer within 24 hours. 
 

 (Use the following subsection .90 for “Low Risk” projects.) 
 
00280.90  Payment - In the paragraph that begins "Item (a) includes...” delete the bullet that 
specifies "providing the Erosion and Sediment Control Manager". 
 

(Use the following for “Low Risk” projects when “Erosion Control” is the only Pay 
Item used.) 

 
Replace the paragraph that begins "When only Item (a) is..." with the following paragraph: 
 
Additional ESC devices required for permit compliance will be paid for as Extra Work 
according to Section 00196. 
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