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SECTION 00530 - STEEL REINFORCEMENT FOR CONCRETE

(Follow all instructions and make all edits with “Track Changes” turned on. If there are no instructions [orange text] above a subsection, paragraph, sentence, or bullet, then include it in the project. Delete all orange text before preparing the final document. All other modifications to this Section will require ODOT Technical Resource and State Specifications Engineer approval.)

(Use the following lead-in paragraph when none of the following subsections are included in the project.)

Comply with Section 00530 of the Standard Specifications.

(Use the following lead-in paragraph when any of the following subsections are included in the project.)

Comply with Section 00530 of the Standard Specifications modified as follows:

(Use the following subsection .80(a) when reinforcement is paid for on the lump sum basis. Remove the coated reinforcement table if coated rebar is not required. Delete the "Stainless Steel" column when stainless steel reinforcement is not required. When stainless steel rebar is used, fill stainless steel grade in the blank. Add additional rows as necessary. Obtain information from the Bridge Designer.)

00530.80(a)  Lump Sum - Add the following to the end of this subsection:

The estimated quantity of reinforcement is:

	Structure
Number
	Uncoated Reinforcement Quantity (Pound)

	
	Grade 60
	Grade 80
	Grade 100
	Stainless Steel
Grade ____
____

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	



	Structure
Number
	Coated Reinforcement Quantity (Pound)

	
	Grade 60
	Grade 80
	Grade 100

	
	
	
	

	
	
	
	

	
	
	
	



The weight of miscellaneous metal, based on weights listed in 00530.80(b) and Project quantities, is included in the estimated quantity of uncoated reinforcement.
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