
Contacts for Albina Asphalt 

Price Agreement# B35847 

For ordering spreaders and delivered loads call our dispatch 

Karl.burlingame@albina.com  

1-888-308-5581

For plant pick-up with ODOT trucks call each plant individually below 

Madras 

Mike.McCool@albina.com or Caesar office 541-475-6638 Or Mike’s cell 541-880-8680 

Klamath Falls 

Daniel.rawson@albina.com Office 541-884-5106 Cell 541-880-8277 

Vancouver 

Andy.Dickson@albina.com Office 360-816-8550 cell 360-836-8271 or Kevin Jeffers 503-705-8735 

Sales for all facilities 

Kyle.Arntson@albina.com office 360-816-8536 

Field reps for general chip seal questions 

Allan Eaton 
Allan.Eaton@albina.com cell-360-360-1905 

Bert Perisho 
Robert.Perisho@albina.com  cell-541-520-2105 

Kyle Addison 
Kyle.Addison@albina.com cell-541-777-7139 
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COMPANY NAME:  Albina Asphalt                               
 
 
Distribution prices: 
 
Distributor with operator, performance grade asphalt  Price per hour:  $450.00 
Distributor with operator, all other products   Price per hour:  $350.00 
***6 hour daily minimum charge per distributor per day*** 
 
 
Freight/transportation prices: 
 
See attachment for freight charges by the mile 
All loads are subject to a 28-ton minimum on delivered loads 
Return freight rate on oil hauled back to plant (breakdown/weather/cancellation) equals half the 
outbound rate per ton being returned (volume returned determined by weight back ticket at plant 
scale). 
 
 
Miscellaneous prices: 
 
2 free hours for offloading 
Standby or demurrage at $150/hr after that 
$300 for driver layovers per truck 
No credit will be given for any diluted product that is returned. 
$500 restocking fee will be assessed for any volume of oil returned. 
24-hour cancellation notice required, or full freight charges will apply. 
 
Product prices: 
     
 
Bid item Product Asphalt 

content 
(% residue) 

Plant Location(s) Price Per Ton 
 

A. Performance Grade (PG) Binder 
A1 PG 64-22 100% Vancouver, Madras, K Falls $600 
     
B. Cationic Emulsifed Asphalt 
B1 CRS-1 60% -- -- 
B2 CRS-2 65% Vancouver, Madras, K Falls $500 
B3 CMS-2S 60% -- -- 
B4 CMS-2 65% -- -- 
B5 CSS-1 57% Vancouver, Madras, K Falls $500 
B6 CSS-1h 57% Vancouver, K Falls $500 
     
C. Anionic Emulsified Asphalt 
C1 HFRS-2 63% Madras, K Falls $530 
C2 HFMS-2 65% Madras, K Falls $550 



C3 HFMS-2S 65% Madras, K Falls $570 
     
D. Polymer-Modified Anionic Emulsified Asphalt 
D1 HFMS-2SP 65% Madras, K Falls $690 
     
E. Polymer-Modified Emulsified Asphalt for Chip Seals 
E1 HFRS-P1 65% Madras, K Falls $550 
E2 CRS-2P 65% Vancouver, Madras, K Falls $540 
E3 HFRS-P2 65% Madras, K Falls $560 
E4 RS-LTP 65% Madras, K Falls $585 
E5 CRS-3P 65% Vancouver, Madras $555 
E6 PMCRS-2H 65% Vancouver, K Falls $555 
E7  NEW PMRE 65% K Falls $625 
     
F. Cold-in-place Recycling Agents 
F1 CMS-2RA 60% -- -- 
F2 HFMS-2RA 65% -- -- 
     
G. Pre-Coated Aggregate Asphalt Surface Treatment Asphalt Binder 
G1 AC15-5TR  -- -- 
G2 AC-15P 100% Vancouver, Madras $675 
     
H. Emulsified Asphalt for Fog Coat (50% diluted) 
H1 CSS-1 28.5% Vancouver, Madras, K Falls $350 
H2 CSS-1h 28.5% Vancouver, K Falls $350 
H3 NEW CQS-1h 28.5% Vancouver, K Falls $400 
H4 HFRS-P1 32.5% Madras, K Falls $400 

 
 





Tel:  (360) 816-8540 
Toll Free:  (800) 888-5048 

Fax:  (360) 816-8541 
asphalt@albina.com 

www.albina.com 
 

801 Main Street   
Vancouver WA 98660 

 

 

 

PMRE 
SPECIFICATIONS FOR POLYMER MODIFIED 

ANIONIC EMULSIONS FOR REJUVINATING CHIPSEAL. 
This emulsion is intended for use in placing a chip seal that will help restore some life to the existing pavement and form a tight bond with 
the new aggregate and the rejuvenated pavement. 
 
The asphalt shall be polymer modified prior to emulsification. The emulsion shall be smooth and homogeneous and conform to the following 
requirements: 

 

TESTS ON EMULSION MIN. MAX. 

Viscosity @ 122°F, SSF 50 400 

pH  10.0 13.0 

Sieve Test, %  0.10 

TESTS ON RESIDUE FROM DISTILLATION 350F  65%  

Oil in Distillate Volume %  1.0 

DSR at 64C kPa  2.50 

Penetration @ 39.2°F 40  

Elastic Recovery, 50°F   T-301 Specification 60%  

Float Test Sec 1200  

Rejuvenating agent   

Flash Point COC F 380  

Viscosity  200 750 

Saturate % by WT  30% 

Asphaltenes %  1.0 
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