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Polk County Weight Restricted Bridges 

Highway 
County 
Bridge 

# 
Crossing Approximate 

Location 
Mile 
Point Weight Limit 

Ballston Rd 53C006 Tributary to 
South 
Yamhill 
River 

0.1 Miles North of 
Rand Rd 

0.08 Any Wheel Base 27 feet and less must not exceed 71,000 
pounds 

Beck 53C059 Salt Creek 0.2 Miles East of Van 
Well Rd 

3.91 Any Wheel Base 66 feet and less must not exceed 93,000 
pounds 

Black Rock Rd 53C003 Little 
Luckiamute 

0.5 Miles West of the 
Intersection of Park St 
and Mitchell St 

0.5 Legal Weight Loads Only 

Bowersville 53C089 Rickreall 
Creek 

0.65 Miles South of 
Ellendale Rd 

0.65 Total Gross Weight Must Not Exceed 139,000 pounds 

Bridgeport Rd 53C109 Little 
Luckiamute 

2.23 Miles from H223 2.23 Total Gross Weight Must Not Exceed 189,000 pounds 

Clow Corner Rd 53C009 North Fork 
Ash Creek 

1.2 Miles West of H99 2.25 Any Wheel Base 84 feet and less must not exceed 140,000 
pounds 

Corvallis 53C002 Soap Creek 0.28 Miles North of 
Benton County 

0.28 Total Gross Weight Must Not Exceed 168,000 pounds 

Elkins Rd 53C042 Little 
Luckiamute 
Overflow 

0.6 Miles South of 
Zumwalt Rd 

2.74 Total Gross Weight Must Not Exceed 182,000 pounds 

Elkins Rd 53C043 Little 
Luckiamute 

0.4 Miles South of 
Zumwalt Rd 

2.89 Total Gross Weight Must Not Exceed 158,000 pounds 

Ellendale Rd 53C020 Rickreall 
Creek 

Just West of Robb Mill 
Rd 

1.45 Total Gross Weight Must Not Exceed 88,000 pounds  
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Highway 
County 
Bridge 

# 
Crossing Approximate 

Location 
Mile 
Point Weight Limit 

Fire Hall Rd 53C077 Rock Creek 0.14 Miles South of 
H18 

0.14 Total Gross Weight Must Not Exceed 204,000 pounds 

Gold Creek Rd 53C071 South 
Yamhill 
River 

Just South of Yamhill 
River Rd 

0.01 Total Gross Weight Must Not Exceed 141,000 pounds 

Grand Ronde Rd N 53C021 South 
Yamhill 
River 

0.3 Miles North of H18 0.95 Total Gross Weight Must Not Exceed 171,000 pounds 

Grand Ronde Rd S 53C076 Rock Creek 1.2 Miles South of 
Yamhill River Rd 

1.16 Total Gross Weight Must Not Exceed 135,000 pounds 

Harmony Rd  53C022 Gooseneck 
Creek 

0.4 Miles North of H22 3.66 Any Wheel Base 122 feet and less must not exceed 
136,000 pounds 

Harmony Rd  53C023 Mill Creek 1.5 Miles North of H22 2.52 Total Gross Weight Must Not Exceed 108,000 pounds 

Helmick Rd 53C122 Luckiamute 
River 

Just South of Old Fort 
Rd 

4.43 Total Gross Weight Must Not Exceed 147,000 pounds 

Helmick Rd 53C123 Luckiamute 
River 
Overflow 

0.5 Miles South of Old 
Fort Rd 

4.85 Total Gross Weight Must Not Exceed 158,000 pounds 

Ira Hooker Rd 53C133 Luckiamute 
River 

0.35 Miles East of 
H223 

0.35 Total Gross Weight Must Not Exceed 103,000 pounds 

Kroenig Rd 53C053 Salt Creek 0.5 Miles East of 
Ballston Rd 

0.46 Any Wheel Base 99 feet and less must not exceed  
148,000 pounds 

Mill Creek Rd 53C062 Mill Creek 2.5 Miles South of H22 3.11 Any Wheel Base 103 feet and less must not exceed 
149,000 pounds 

Morrow Rd 53C082 Rickreall 
Creek 

Just South of Rickreall 
Rd 

0.05 Any Wheel Base 142 feet and less must not exceed 
157,000 pounds 

Old Military Rd W 53C063 Mill Creek Just East of Mill Creek 
Rd 

0.1 Type 3 Truck - 34,000 pounds  Type 3S2 Truck - 49,600 
pounds   Type 3-3 Truck - 56,000 pounds  And Max 
Tandem Axle Weight 24,000 pounds 

Perrydale Rd 53C004 East Fork of 
Salt Creek 

0.1 Miles North of H22 8.64 Any Wheel Base 27 feet and less must not exceed 57,000 
pounds,  Max Tandem Axle Weight 39,000 pounds  

Riddell Rd 53C107 North Fork 
Ash Creek 

Just North of Whitaker 
Rd 

2.22 Any Wheel Base 36 feet and less must not exceed 69,000 
pounds,  Max Tandem Axle Weight 35,000 pounds  
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Highway 
County 
Bridge 

# 
Crossing Approximate 

Location 
Mile 
Point Weight Limit 

Ronco Rd 53C132 North Fork 
Pedee Creek 

1.22 Miles North of 
Pedee Creek Rd 

1.22 Type 3 Truck - 50,000 pounds  Type 3S2 Truck - 66,400 
pounds   Type 3-3 Truck - 82,400 pounds  And Max 
Tandem Axle Weight 34,000 pounds 

Rosenbalm Rd 53C068 Mill Creek 0.2 Miles West of 
Harmony Rd 

0.23 Any Wheel Base 112 feet and less must not exceed 
132,000 pounds 

Savage Rd 53C067 Tributary to 
South 
Yamhill 
River 

0.2 Miles North of 
Steel Bridge Rd 

0.22 Any Wheel Base 27 feet and less must not exceed 71,000 
pounds 

Socialist Valley Rd 
W 

53C112 Little 
Luckiamute 

.1 Miles North of Black 
Rock Rd 

0.12 Any Wheel Base 93 feet and less must not exceed 157,000 
pounds 

West Perrydale Rd 53C026 Salt Creek Just West of Tucker Rd 4.91 Any Wheel Base 97 feet and less must not exceed 136,000 
pounds 

Wigrich Rd 53C113 Willamette 
River 
Overflow 

0.4 Miles East of Wells 
Landing Rd 

1.8 Total Gross Weight Must Not Exceed 189,000 pounds 

Wildwood Rd 53C140 Luckiamute 
River 

Just South of Kochis 
Rd 

0.74 Total Gross Weight Must Not Exceed 128,000 pounds 

 
 
 

PILOT VEHICLE REQUIREMENTS 
WIDTH FRONT PILOTS REQUIRED REAR PILOTS REQUIRED 

08'07" TO 09'05" NONE NONE 
09'06" TO 10'00" ONE NONE 
10'01" TO 11'00" ONE ONE 
11'01" TO 12'00" ONE ONE 
12'01" TO 14'00" ONE ONE 
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Polk County Approved Route List 
 

Truck-Tractor Semitrailer Combinations may operate at a maximum of 75 feet in overall length on all county highways except 
those listed below. 
Double Trailers Combinations may operate at a maximum of 95 feet in overall length on all county highways except those 
listed below. 
Truck & Trailer Combinations may operate at a maximum of 75 feet in overall length on all county highways except those 
listed below. 
 
 The maximum length of a semitrailer in a truck tractor semitrailer combination is 53 feet. 
 The maximum length of a semitrailer in a truck tractor semitrailer trailer combination (doubles) is 40 feet.  The distance 

measured from the front trailer to the rear trailer cannot exceed 68 feet.    
 
 

 
Truck-Tractor Semitrailer Combinations may operate at a maximum of 60 feet in overall length on the county highways listed below. 

Double Trailers Combinations may operate at a maximum of 75 feet in overall length on the county highways listed below. 
Truck & Trailer Combinations may operate at a maximum of 65 feet in overall length on the county highways listed below. 

 
Highway From To 

Eagle Crest Road Gibson Road ½ mile north on Eagle Crest Road 
Lucas Road All All 

 
Any vehicle combinations may operate at a maximum of 50 feet in overall length on Mistletoe Road from Clow Corner Road to Bursell 
Road.  Longer vehicles may seek verbal approval from the Polk County Public Works Department. 

 
 

Height Restricted Roads 
Highway Height Restricted 

By Approximate Location Mile 
Point Maximum Height 

Bowersville Rd Bridge Over 
Rickreall Creek 

0.65 Miles South of 
Ellendale Rd 

0.65 Max Height is 15 feet 

Wildwood Rd Bridge Over 
Luckiamute River 

Just South of Kochis Rd 0.74 Max Height is 15 feet 6 inches 

 


