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Wasco County Weight Restricted Bridges 
 

Highway Crossing Approximate Location Mile 
Point 

Tandem 
Axle 

3 axle group 
within 20 
feet not 
uniform in 
weight 

3 axle group 
within 20 
feet uniform 
in weight 

4 axle group 
within 20 
feet not 
uniform in 
weight 

4 axle group 
within 20 
feet uniform 
in weight 

Old Dufur Road 
South 

Eightmile Creek 7.0 miles South of The 
Dalles, West of US197 

 19 ton for Single Unit and Restricted to legal axle weights 
30 ton for Truck-Tractor/Semitrailer Combinations 
33 ton for Double combinations 

Davis Cut-Off Eightmile Creek 5.5 miles South of The 
Dalles, East of US197 

 17 ton for Single Unit and Restricted to legal axle weights 
27 ton for Truck-Tractor/Semitrailer Combinations 
30 ton for Double combinations 

 
PILOT VEHICLE REQUIREMENTS 

 
WIDTH FRONT PILOTS REQUIRED REAR PILOTS REQUIRED 

08'07" TO 09'00" ONE NONE 
09'01" TO 10'00" ONE NONE 
10'01" TO 11'00" ONE ONE 
11'01" TO 12'00" ONE ONE 
12'01" TO 14'00" ONE ONE 
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Wasco County Approved Route List 

 
Truck-Tractor Semitrailer Combinations may operate at a maximum of 60 feet in overall length on all county highways except those 
listed below. 
Double Trailers Combinations consisting of may operate at a maximum of 75 feet in overall length on all county highways except those 
listed below.   
 Log Truck & Stinger steered Pole Trailer Combinations are allowed 65 feet in overall length on all county highways. 
 The maximum length of a semitrailer in a truck tractor semitrailer combination is 53 feet. 
 The maximum length of a semitrailer in a truck tractor semitrailer trailer combination (doubles) is 40 feet.  The distance measured 

from the front trailer to the rear trailer cannot exceed 68 feet.    
 
 

Truck Tractor/Semitrailers Combinations may operate at a maximum of 75 feet in overall length on the highways listed below 
Double Trailer Combinations may operate at a maximum of 95 feet in overall length on all county highways except those listed below. 

Truck & Trailer Combinations may operate at a maximum of 75 feet in overall length on the highways listed below 
 

Highway From To 
Dufur Valley Road Dufur City Limits Mt. Hood National Forest Boundary 
Rock Creek Road Wamic Market Road Mt. Hood National Forest Boundary 
Reservation Road OR216 Warm Springs Indian Reservation 

 
Truck Tractor/Semitrailers Combinations may operate at a maximum of 65 feet in overall length on the highways listed below 

Double Trailer Combinations may operate at a maximum of 85 feet in overall length on all county highways except those listed below. 
Truck & Trailer Combinations may operate at a maximum of 75 feet in overall length on the highways listed below 

 
Highway From To 

Three Mile Road Dry Hollow Road Pleasant Ridge Road 
Steele Road Threemile Road Fivemile Road 

Five Mile Road US197 End of pavement 
Juniper Flat Road US197 OR216 
Mill Creek Road Skyline Road End of pavement 

 
 


