
DOT 56 / DOT 57 / DOT 60 
Inspection Procedure 

General Design Requirements   DOT 56     DOT 57     DOT 60 
178.251     178.251      178.255 

Tank Specific Requirement   178.252     178.253     178.255 
Special Provisions:  Numeric, B 

(1) Initiate the Inspection Inspector Safety Part 172 
  Shipping Papers  172.200 
  ID Numbers  172.300 
  Labels  172.400 
  Placards  172.500 
  Product Specific Requirements  172.300 
  Portable Tank Marking  172.326 
  DOT 57 Only  178.251-7(b) 

 Verify Authorized Package Special Provisions 
Column 7 

172.101 Table 
Column 8c 

 
(2) Inspect Certification Plate DOT 56/57  DOT 60 

  178.251-7 178.255-14 
    

(3) Verify Test Date & Markings  DOT 56/57 
180.605(c)(3) 

DOT 60  
180.605 (c)(4) 

 Always refer to 180.605(c)  Periodic 2.5 years SEE 180.605(c)(4) 
 

(4) Inspect Tank Integrity & 
compatibility DOT 56/57 DOT 60 

  178.251-4(b) 178.255-11 
  177.834 177.834 
 Segregation & Separation 177.848 177.848 
  173.24(b)(1) 173.24(b)(1) 
 

(5) Inspect Outlet Closures DOT 56/57 DOT 60 

  178.252-2/178.253-2 178.255-5 
  173.24 (f)(1) 173.24 (f)(1) 
 

(6) Inspect Protection of Valves & 
Accessories DOT 57 Only DOT 60 

  178.253-3 178.255-6 
   178.255-7 

OBP Instructor Toolbox 
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