
MC 338 Inspection Procedure 
General Design Requirements: MC 338 

178.338 
Cryogenic Liquids in Cargo Tanks: 178.318 

(1) Initiate the Inspection Inspector Safety Part 172 
  Shipping Papers  172.200 
  ID Numbers  172.300 
  Placards  172.500 

  Product Specific Requirements and 
Tank Specific  

172.300 
172.328 
173.318(g) OWTT 

 Verify Authorized Package Special Provisions Column 7 172.101 Table Column 8c 
 

(2) Check Specification Plate MC 338  
  178.338-18 *180.405(d) former DOT-E 
 

(3) Verify Test Dates  All Cargo Tanks 180.407 (c) 
  V External Visual 1 Year 
  K Leakage N/A 
 See Notes to 180.407(c) table exceptions 

for MC-338 tanks 
I Internal Visual N/A 

 P Pressure Test 5 Years 
 

(4) Inspect Securement and Integrity MC 338  
  178.338-13  
 

(5) Inspect Double Bulkhead and Ring 
Stiffeners 

MC 338  
 N/A  
 

(6) Inspect Piping & Protection MC 338  
 Shear Section 178.338-12  
  178.338-8(b)(8)  
  178.338-10  
 14 inch Ground Clearance 178.338-10(d)  
 Marking Inlets/Outlets 173.318(b)(10)  
 

(7) Inspect Emergency Flow Control MC 338  
  178.338-11  
 Refer to 180.405(o)(2)for MC-338 178.338-11(c) 1 remote 3500 gallon & less 
   2 remotes over 3500 gallon 
 

(8) Inspect Rear End Protection MC 338  
  178.338-10(c)  
 

(9) Optional Inspection Items MC 338  
 Inspect Manhole Assembly - Oxygen only 178.338-6  
 Pressure Gauge 178.338-14(b)  
 Inspect Pressure Relief Devices 178.338-8  
  173.318(b)(7)  
 Inspect Vacuum Control Plate 178.338-1(d)(1)  
 Inspect Overturn Protection N/A  
 

(10) Apply CVSA Decal   

*Early MC-338 tanks were built under DOT Exemptions – these plates must be stamped “DOT MC-338 – E ****” to reflect 
“grandfathering” of the former exemption tanks into the MC-338 specification. See 180.405(d) 
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