NELAP Quality Systems Checklist

Chemistry On-site


Date:


Assessor:

Organization Name:

Analytical Grouping:

Methods: 8082A

Person(s) Interviewed:

Records Reviewed:

	Category
	Comments

	Blank
	

	Confirmation
	Second column confirmation, GC/MS if possible.


	Continuing Calibration
	Beginning & end of run and every 20 samples, or every 12 hours.  
 

	Data Analysis
	

	Data Review
	

	Demonstration of Capability 
	IDOC: Initially, CDOC: yearly thereafter. Limits: ±30%


	Duplicates
	

	Equipment
	

	Facilities
	

	Glassware
	

	Initial Calibration
	Quant by Peak: Minimum of 3 peaks per Aroclor, peaks >25% of largest peak.  One should be unique to that Aroclor.  Minimum 5 calibration points, < 20% TO use ARF, r/r2 ≥ 0.990,
must run DDT analogs when calculating RT window.  DDT int. w/1254.


	LCS
	Control chart min. of 20 points, calculate ±3SD.

	LOD/LOQ
	

	Marginal Exceedences
	

	Matrix Spike
	Control chart min. of 20 points, calculate ±3SD.

	Method Validation
	

	Non-Standard Methods
	

	Personnel
	

	Proficiency Testing
	

	QC
	

	Reagents & Media
	

	Records
	

	Records-Electronic
	

	Records-Raw Data
	

	Sample Receiving
	

	Samples
	Water: 1L, 7 days extraction, 40 days analytical hold. Refrigerate at ≤ 6°.
Soil: 40g, 14 days extraction, 40 days analytical hold. Refrigerate at ≤ 6°.


	Selectivity
	

	SOP
	

	Support Equipment
	

	Surrogates
	Control chart min. of 20 points, calculate ±3SD.
ISTD: Optional, ±50% from ICAL

	Traceability
	

	Work Cell
	

	Additional Comments:
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