[B] SLEEPING UNIT. A room or space in which people sllep, which can also include permanent provisions for living, eating, and either sanitation or kitchen facilities but not both.  Such rooms and spaces that are also part of a dwelling unit are not sleeping units.

SMOKE ALARM.  A single- or multiple-station alarm responsive to smoke and not connected to a system.

SMOKE DETECTOR.  A listed device that senses visible or invisible particles of combustion.
STANDPIPE SYSTEM, CLASSES OF.  Standpipe classes are as follows:


Class I system.  A system providing 2.5-inch (64 mm) hose connections to supply water for use by fire departments and those trained in handling heavy fire streams.

Class II system.  A system providing 1.5-inch (38mm) hose stations to supply water for use primarily by the building occupants or by the fire department during initial response.


Class III system.  A system providing 1.5-inch (38 mm) hose stations to supply water for use by building occupants and 2.5-inch (64 mm) hose connections to supply a larger volume of water for use by fire departments and those trained in handling heavy fire streams.
STANDPIPE, TYPES OF.  Standpipe types are as follows:

Automatic dry.  A dry standpipe system, normally filled with pressurized air, that is arranged through the use of a device, such as a dry pipe valve, to admit water into the system piping automatically upon the opening of a hose valve.  The water supply for an automatic dry standpipe system shall be capable of supplying the system demand.

Automatic wet.  A wet standpipe system that has a water supply that is capable of supplying the system demand automatically.


Manual dry.  A dry standpipe system that does not have a permanent water supply attached to the system.  Manual dry standpipe systems require water from a fire department pumper to be pumped into the system through the fire department connection  in order to supply the system demand.


Manual wet.  A wet standpipe system connected to a water supply for the purpose of maintaining water within the system but which does not have a water supply capable of delivering the system demand attached to the system.  Manual wet standpipe systems require water from a fire department pumper (or the like) to be pumped into the system in order to supply the system demand.

Semiautomatic dry.  A dry standpipe system that is arranged through the use of a device, such as a deluge valve, to admit water into the system piping upon activation of a remote control device located at a hose connection.  A remote control activation device shall be provided at each hose connection.  The water supply for a semiautomatic dry standpipe system shall be capable of supplying the system demand.
SUPERVISING STATION.  A facility that receives signals and at which personnel are in attendance at all times to respond to these signals.
SUPERVISORY SERVICE.  The service required to monitor performance of guard tours and the operative condition of fixed suppression systems or other systems for the protection of life and property.
SUPERVISORY SIGNAL.  A signal indicating the need of action in connection with the supervision of guard tours, the fire suppression systems or equipment, or the maintenance features of related systems.
SUPERVISORY SIGNAL-INITIATING DEVICE.  An initiating device such as a valve supervisory switch, water level indicator, or low-air pressure switch on a dry-pipe sprinkler system whose change of state signals an off-normal condition and its restoration to normal of a fire protection or life safety system; or a need for action in connection with guard tours, fire suppression systems or equipment, or maintenance features of related systems.

TIRES, BULK STORAGE OF.  Storage of tires where the area available for storage exceeds 20, 000 cubic feet (566 m3).

TROUBLE SIGNAL.  A signal initiated by the fire alarm system or device indicative of a fault in a monitored circuit or component.
VISIBLE ALARM NOTIFICATION APPLIANCE.  A notification appliance that elerts by the sense of sight.

WET-CHEMICAL EXTINGUISHING AGENT.  A solution of water and potassium-carbonate-based chemical, potassium-acetate-based chemical or a combination thereof, forming an extinguishing agent.

WHARF.  S structure at the shoreline, having a plat form built along side and parallel to a body of water that may have an open deck or provided with a superstructure.
ZONE.  A defined area within the protected premises.  A zone can define an area from which a signal can be received, an area to which a signal can be sent, or an area in which a form of control can be executed.
SECTION 903

AUTOMATIC SPRINKLER SYSTEMS

903.1 General.  Automatic sprinkler systems shall comply with this section.

903.1.1  Alternative protection.  Alternative automatic fire-extinguishing systems complying with Section 904 shall be permitted in lieu of automatic sprinkler protection where recognized by the applicable standard and approved by the fire code official.

903.2  Where required.  Approved automatic sprinkler systems in new buildings and structures shall be provided in the location described in this section.
Exception.  Spaces or areas in telecommunications buildings used exclusively for telecommunications equipment, associated electrical power distribution equipment, batteries and standby engines, provided those spaces or areas are equipped throughout with an automatic fire alarm system and are separated from the remainder of the building by a wall with a fire-resistence rating of not less than 1 hour and a 
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