
CE-BH-7 WELL HISTORY

o e  /  2 6 /  s o

Moved in Buckner Dri l l ing, Company rig on CE-BH-7. Dri l1ed
20' of 1-2tt hol-e J-n compeUent rock.

o e / 2 7  / e o

Set 8rr fD x 7/4rt waIl casing in hol-e. Waited 4 hours on
Bend Ready Mix. Cemented casing with l- L/2 yds. grout ce-
ment .

o e / 2 8 / e o

Ai r  -  Foam dr i l led  8 t t  ho le  f rom 2O'  to  353 '  in  c inders ,  ba-
sa l - t ,  and dac i te .

o e  /  2 e  / e o

Rig shutdown

oe /3o /eo

Rig shutdown

ro /  o r /eo

Air  -  Foam dr i l - l -ed 8"  ho le f rom 353'  to  453 '  in  Daci te  and
Tu f f .  W iped  ho le ,  okay .



r o / 0 2 / e o

Ran i -n  ho le  to  45O ' ,  f ound  3 '  f i l l .  Pu l - l ed  ou t  o f  ho le .  Ran
2L  j t s .  p lus  2  pup  1 ts . ,  4  L /2 "  l - 1 .60  #  N8O bu t t ress  cas ing
with guide shoe on bottom @ 436' and f loat col lar at top of
bot torn j t .  €  425 ' .  Pumped 5 yds.  ,  ( l -35 cu.  f t .  )  ,  neat  con-
struction cement down dril-l pipe. Pumped locked up due to
incons i s tency  o f  s lu r r y .  Poured  7  yds . ,  ( l - 89  cu . f t .  ) ,  nea t
construction cement j-nto gnnulus between 4 L/2rr casing and Brl
ho le.  Tota l  cement  :  12 fds.  or  324 cu. f t .  cement .
Theoretical vol-umes : 38 cu. ft .  to f i f  l  4 1/2rr casing and 1-O7
cu. f t .  to  f i l l  the annulus between the 4 I /2"  cas ing and 8r l
ho le wal l ,  a  to ta l  o f  145 cu. f t .  was requi red wi th  no excess.
t . 79  cu . f t .  o r  6 .6  cu .yds .  o f  excess  cemen t  was  used .  C fP  a t
L72O hours. Cement did not drop in annul-us.

L O / 0 3 / e O

Cement at surface in annul-us. Removed valve and f i t t ings
f rom 4 I /2"  cas ing,  Ieav ing a 4 I /2"  but t ress x  2t t  LP XO wi th
collar and f lat plug at surface. Cement 3' down j-nside the
casinq. Rigged down rig. Loaded out eguipment.

NOTE: Col1ar  on top 10 '  pup j t .  approx imate ly  5 '
below ground.
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